PUSH ROD GUIDE PLATE INDENTIFICATION CHART

Push Rod Stud

Part Number Type Diameter (in) Diameter (in) Comment

MGP1004 Flat 7116 5/16 Must Be Used With Screw-in Rocker Arm Studs
MGP1014 Flat 7116 3/8 Must Be Used With Screw-in Rocker Arm Studs
MGP1024 Raised 7116 3/8 Must Be Used With Screw-in Rocker Arm Studs
MGP1034 Raised 7116 5/16 Must Be Used With Screw-in Rocker Arm Studs
MGP1064 Raised 7/16 7/16 Must Be Used With Screw-in Rocker Arm Studs
MGP1074 Raised 7/16 3/8 Must Be Used With Screw-in Rocker Arm Studs
MGP1084 Flat 7116 5/16 Must Be Used With Screw-in Rocker Arm Studs
MGP1094 Flat 7116 3/8 Must Be Used With Screw-in Rocker Arm Studs
MGP1104 Raised 7116 3/8 Must Be Used With Screw-in Rocker Arm Studs
MGP1114 Raised 7116 5/16 Must Be Used With Screw-in Rocker Arm Studs
MGP1124 Raised 7116 3/8 Must Be Used With Screw-in Rocker Arm Studs
MGP1134 Raised 7116 5/16 Must Be Used With Screw-in Rocker Arm Studs
MGP114HP Flat 5/16 5/16 Must Be Used With Screw-in Rocker Arm Studs
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