
SCREW IN ROCKER ARM STUDS

2.560
2.250
57mm
61mm
60mm
2.325
2.325
2.670
61mm
2.470

A

LengthApplication

CHEVROLET

FORD

PONTIAC

Part

No.

MRDS-941
MRDS-945
MRDS-948
MRDS-960
MRDS-970
MRDS-1920
MRDS-2920
MRDS-940
MRDS-942
MRDS-939

1.765
1.490
40mm
40mm
38mm
1.600
1.725
1.910
41mm
1.710

B

Length

0.875
0.770
22mm
24mm
27mm
0.750
0.850
0.810
19mm
0.875

C

Length

7/16
3/8

10mm
12mm
10mm

3/8
3/8
7/16
8mm
7/16

D

Diameter

7/16-14
7/16-14

10mm-1.5
10mm-1.5
10mm-1.5
7/16-14
7/16-14
7/16-14

10mm-1.5
7/16-14

Thread Size

Bottom

7/16-20
3/8-24

10mm-1.0
8mm-1.25
8mm-1.25

3/8-24
3/8-24
7/16-20

8mm-1.25
3/8-24

Top

Yes
Yes
Yes
Yes
Yes
No
Yes
Yes
No
Yes

Hex Nut

HEX NUT

D

C

B

A

• Cold rolled threads

• 190,000 psi alloy steel

NO HEX NUT

• Large radii for reduced flex

• Black oxided

D

C

B

A

3.9375
4.000
4.000
4.000
4.000
4.050
4.050
4.110
4.125
4.125
4.250

Std.

Bore

Part

No.

590203
590259
590298
590236
590280
590231
590295
592274
592256
590261
590297

3.907
3.970
3.970
3.970
3.970
4.020
4.020
4.080
4.095
4.095
4.220

Sleeve

O.D.

4.330
4.330
4.393
4.393
4.393
4.443
4.443
4.503
4.518
4.518
4.643

Sleeve

O.D.

4.330
4.330
4.393
4.393
4.393
4.443
4.443
4.503
4.518
4.518
4.643

Sleeve

O.D.

4.190
4.253
4.253
4.253
4.253
4.303
4.303
4.363
4.378
4.378
4.503

Sleeve

O.D.

.125

.125

.125

.125

.125

.125

.125

.125

.125

.125

.125

Flange

Thickness

6-3/4
5-1/2
5-7/8
6-1/4
6-1/2
6-1/4
6-5/16
6-7/8
7-1/2
6-1/4

7

Sleeve

Length

CYLINDER SLEEVES

• Universal flanged sleeves provide extra insurance against sleeve
movement in performance applications

• Reduce the critical factors that secure standard liners such as press
fit, cylinder ledge at bottom of bore, and heat expansion rates of metals.

• Flange counter bore thickness in block can be machined .002 less to
provide extra sealing against the gasket and head from the flange sleeve.

• Bore can be up to .060 bigger than standard and still have 3/32”
sleeve wall.
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